Produktinformation

Coffret de Pool Schwimmbad
piscines Control Steuerung
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POOL-Master 230

Elektronische Schwimmbad-
Steuerung fiir eine 230V Wechsel-
strom-Filterpumpe.
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Die analoge Synchronschaltuhr
gewahrleistet einen zeitgesteuerten
Filterbetrieb. Sie kann durch eine
Schaltuhr mit Gangreserve ausge-
tauscht werden. Es sind Kontroll-
leuchten fur Filterbetrieb und
Heizung vorhanden.
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Die elektronische Temperaturrege-
lung regelt exakt die Wassertem-
peratur des Schwimmbades. Die
Heizung kann mit einem Drehknopf
im Frontdeckel ausgeschaltet wer-
den. Ein Temperaturfihler mit 1,5 m
Leitung gehort zum Lieferumfang.

€ "

Mit der Schalterkombination kann
die Filteranlage auf Dauerbetrieb,
Automatikbetrieb (Uhr) oder aus-
geschaltet werden. Der Anschluss-
plan ist im Klemmenkastendeckel
dauerhaft eingeklebt.

Anschlussplan connecting diagram

Das Steuergerat verfugt Uber einen

111N NI 2129 U2l N NED 15116 Klarsichtdeckel und potentialfreie

2 - Anschlussklemmen fiir Dosiertech-
| | | | | | | | | | nik und 230V Anschlussklemmen fiir

Heizung.
i i i - i its- Temp.-
Netz Fiterpoumpe  Dosierfechnik ~ Heizung Sicherheits >
mains filteroump water heating temperatur- Fahler NP
230V 50Hz  230V/ 1kwW freatment 230V 400W  begrenzer Teromb% L N
Pelenil e ﬁqn;g;aro‘rure & Electronic pool control for a 230V

alternating-current filter pump

POOL-Master-230

The analogue timer enables a time-
controlled filter operation. It can be
replaced by a timer with power

Technische Daten Technical Data reserve. Pilot lights for filter operati-
on and heating are available.

Nennspannung | mains 1/N/PE/230V/50Hz The electronic temperature control
Filterpumpe filterpump Max. 1kW AC3 enables a precise automatic control
; ; of the pool. The heating can be swit-
Helz.ung heating 230V, max. .400W ched off by a rotary switch on the
Dosieranlage water treatment Potentialfrei / potential-free front plate. As a standard the tem-
Regelbereich temperat. control range | 10 - 40°C peg:lltulre sensor 19 delivered with a
= cable length of 1,5 m.
Temperaturfihler |temperature probe NTC ?
Durchmesser diameter 10mm (optional 8mm) By using the selective switch the
™ = = : filter equipment can be switched to
Gehausemale housing dimensions 220x220x100mm the continuous, automatic operation
Schutzart protection class IP 40 (clock) or switched off. The terminal
connecting plan is permanently stik-
ked in the terminal cover. The con-
Anderungen vorbehalten! 04/16 c E Mitglied im trol unit is equipped with a transpa-

rent cover, potential free terminal
clamps for the dosing equipments
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POOL-Master 400

Elektronische Schwimmbad-Steu-
erung fiir eine 400V Wechselstrom-
Filterpumpe.

Die analoge Synchronschaltuhr gewahr-
leistet einen zeitgesteuerten Filterbe-
trieb. Sie kann durch eine Schaltuhr mit
Gangreserve ausgetauscht werden. Es
sind Kontrollleuchten fiir Filterbetrieb,
Heizung und Stérung vorhanden.

Die Filterpumpe wird durch einen
elektronischen Motorschutz mit
einem Einstellbereich von 0-8A vor
Uberlastung geschiitzt.

Die elektronische Temperaturrege-
lung regelt exakt die Wassertem-
peratur des Schwimmbades. Die
Heizung kann mit einem Drehknopf
im Frontdeckel ausgeschaltet wer-
den. Ein Temperaturftihler mit 1,5 m
Leitung gehort zum Lieferumfang.

Mit der Schalterkombination kann
die Filteranlage auf Dauerbetrieb,
Automatikbetrieb (Uhr) oder aus-
geschaltet werden.

Das Steuergerdt verfligt Uber einen
Klarsichtdeckel und potentialfreie
Anschlussklemmen fir Dosiertechnik.

Netz Filterpumpe Wicklungs- Heizung Dosierfechnik  Temp.- N LA
mains fiterpump schutz- heating chemical Fahler ZAinN
4007230V 400V/ 8A kontakt potential control femp. Electronic pool control for a 400V
50Hz overheat free potential free  probe filter pump
protection

The analogue timer enables a time-
controlled filter operation. It can be
replaced by a timer with power reser-
ve. Pilot lights for filter operation and
heating are available. A electronic
motor protection for the filter pump
with a range of 0-8A are present.

Nennspannung | mains 3/N/PE/400/230V/50Hz T s ; ol
= - e electronic temperature contro
Wahlweise optional 1/N/PE/230V/50Hz enables a precise automatic control
Filterpumpe filterpump Max. 8A AC3 of the pool. The heating can be swit-
: ; ched off by a rotary switch on the
Helz.ung heating i UL . : . front plate. As a standard the tempe-
Dosieranlage water treatment Potentialfrei / potential-free rature sensor is delivered with a
Regelbereich temperat. control range | 10 - 40°C cable length of 1,5 m.
Temperaturfihler | temperature probe NTC By using the selective switch the fil-
Motorschutz motor protection 0-8A ter equipment can be switched to the
— - - - continuous, automatic operation
Gehausemalle housing dimensions 220x220x100mm (clock) or switched off. The terminal
Schutzart protection class IP 40 connecting plan is permanently stik-

ked in the terminal cover. The control
unit is equipped with and potential
free terminal clamps for the dosing
equipments
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